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307/250 DOUBLE SIDED TAPE 
 

DESCRIPTION   
307/250 is an ultra-high adhesion double sided tape with a very aggressive, plasticizer resistant, 
synthetic rubber resin adhesive supported by a polyester fabric. The adhesive is protected by a 
white siliconized paper liner. 
 
The tape combines a very high cohesive strength with an extremely high initial and ultimate 
adhesion to both polar and a-polar surfaces combined with very high shear characteristics. The 
polyester fabric carrier gives the tape dimensional stability and strength but still allows it to be 
hand tear-able. 
 
The tape is excellent for bonding carpets and other flooring materials to all surfaces including 
concrete and is particularly beneficial for use on stairs, the bonding of rubber or vinyl skirting, (cove 
base) and metal or plastic stair nosings. Other applications include the bonding of extrusions, trims, 
trunking, architraves, wood, MDF or plastic skirting and polythene, pvc or rubber sheeting etc. The 
adhesive meets the requirements of F&DA specification 145.105 making it suitable for indirect 
packaging applications in the food and pharmaceutical industries. 
 
Once applied to dry impermeable surfaces the tape can be exposed to water without detriment 
making it ideal for bonding such substrates as damp proof membranes, vapor barriers and liners or 
for use in areas frequently subjected to water. The adhesive is resistant to Radon gas. 
 
The table exhibits a phenomenal bond to almost all surfaces making it a very versatile product for 
an exceptionally wide range of demanding applications. 
 
TECHNICAL DETAILS 
90˚ Peel Adhesion:    1600N/m 
Shear @ 23˚C:    > 192 Hours 
Service Temperature Range:  -10˚C to +60˚C 
Plasticizer Resistance:  Excellent  
UV Resistance:   Limited 

 
The above information is given in good faith but without warranty. Data is compiled from research and laboratory testing and is 
given as average values. It is strongly recommended that the customer tests the suitability of the product for his own purposes prior 
to purchase. 
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