
1200 mm

2000 mm

2400 mm

Overall Weight

3000 mm

4000 mm

ORIENT LONGSPAN WEIGHT LOADINGS

2000 Kgs

2000 Kgs

4000 Kgs

4000 Kgs

450 mm 600 mm 750 mm 900 mm

900 mm

1500 mm

1800 mm

2100 mm

2400 mm

2700 mm

3000 mm

450 mm 600 mm 750 mm 900 mm

1200 mm

900 mm

1500 mm

1800 mm

2100 mm

2400 mm

Width Option Depth Option

Width Option Depth Option

Single Beam level with 22mm Chipboard

Single Beam level with Galvanised Steel Panels

55mm face Frames

FRAME HEIGHT

400 Kgs 287 Kgs 220 Kgs 195 Kgs

287 Kgs 220 Kgs 195 Kgs

358 Kgs 230 Kgs 212 Kgs

275 Kgs 190 Kgs

400 Kgs 221 Kgs

400 Kgs 350 Kgs 253 Kgs

400 Kgs 284 Kgs

320 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

320 Kgs

240 Kgs

400 Kgs

400 Kgs

400 Kgs

204 Kgs

272 Kgs

340 Kgs

312 Kgs

364 Kgs

400 Kgs

156 Kgs

208 Kgs

260 Kgs

312 Kgs

364 Kgs

400 Kgs

156 Kgs

208 Kgs

260 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs

400 Kgs 400 Kgs

Single Beam level - Tyre racking

All beam widths hold the weight of 400 Kgs per level

Single Beam - Garment racking - 1800 mm

Each beam holds the weight of 100 Kgs


